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P-63 COCKPIT DETAILS

1. PRINT MAIN SHEET ON HEAVY PAPER/CARDSTOCK. ALTERNATE OPTION IS TO PRINT ON STANDARD PAPER AND GLUE ENTIRE

SHEET TO A SECOND SHEET OF PAPER (DOUBLE)

2. WITH  SHARP KNIFE, CUT OUT THE PARTS STARTING WITH MAIN COCKPIT SECTION

3. FOLD SECTION TO CREATE SIDES. CUT OUT SECTION NOTED FOR F6- GLUE BOTH SECTIONS IN PLACE

4. GLUE REAR CANOPY IN PLACE ON THE BOTTOM OF THE UPPER HATCH RAIL- FOLD RADIO AND ATTACH HERE

5. ADD REAR BULKHEAD- BUILD THROTTLE COLUMN AND GLUE IN PLACE

6. FOLD CHAIR AND ADD SIDES. GLUE CHAIR BACK IN PLACE AND TRIM. SEAT BELT IS ATTACHED TO BACK OF SET AND

CURVES OVER THE TOP OF THE SEAT BACK AND RESTS IN MAIN SEAT. ADD LAP BELTS

7. ROLL UP CONTROL AND MAKE BASE- ATTACH STICK TO BASE AND GLUE THE MAIN SECTION   PER THE PLANS

8. GLUE THE IP SECTIONS A- C TO THE MAIN IP= GLUE IN PLACE- ADD IP SECTION E AFTERWARDS

SCRAP

PRINT ON 8.5" x 11" STANDARD 20LB PAPER- NO TISSUE


